














Na slici 4 prikazan je algoritam po kome upravljacka
jedinica vrsi snimanje karakteristike fotonaponskog

modula.
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S1. 3. Algoritam snimanja karakteristike fotonaponskog
modula.

Kada upravljacka jedinica dobije komandu za snimanje,
ona prvo izvr$i mjerenje intenziteta zracenja, nakon cega
taj podatak Salje raCunaru. Snimanje I-V karakteristike
pocinje od napona otvorenog kola (upc) PV panela.

PY aplikacija

Odnosno, upravljacka jedinica uvecava faktor popune
kontrolnog signala aktivnog optereCenja od nule, pa sve
dok ne prestane promjena struje kroz PV modul (tacka
isc). Pri svakoj promjeni faktora popune vr$i se mjerenje
napona i struje PV modula, nakon ¢ega se ovi podaci $alju
raCunaru. Na strani PC racunara posebno razvijena
aplikacija prikuplja podatke, te na osnovu njih izracunava
P-V  karakteristiku fotonaponskog modula. Nakon
izraCunavanja aplikacija iscrtava I-V i P-V karakteristiku
fotonaponskog panela, te ispisuje i intenzitet zraenja pri
kojem su ove karakteristike snimljene.

4. EKSPERIMENTALNA MJERENJA

Da bi se verifikovalo predloZeno rjeSenje napravljen je
prototip (slika 4).

Sl. 4. Realizovani prototip.
Za snimanje -V i P-V karakteristike umjesto

fotonaponskog panela koris¢ena je serijska veza DC
izvora od 6V i otpornika od 2,7 Q. Dobijene

karakteristike prikazane su na slici 5.
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Sl. 5. Prikaz aplikacije i snimljenih karakteristika.

5. ZAKLJUCAK

Stalnim smanjenjem cijene fotonaponskih sistema ova
tehnologija u buduénosti potencijalno postaje glavna na
polju obnovljivih izvora energije. Trenutno u Republici
Srpskoj nedostaje kadra iz ove oblasti. Predlozeni uredaj
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doprinije¢e studentima bolje razumjevanje karakteristika
fotonaponskih modula.

Nastavak razvoja uredaja bie u pravcu njegovog
prosirenja sa podizac¢em napona, s ciljem da se ilustruje i
rad MPPT algoritma. Na ovaj nacin zaokruziée se
ilustracija rada jednog fotonaponskog sistema.
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Abstract — In this paper, a device for obtaining

photovoltaic module characteristic is proposed. Device is
consisted of electronic load, light intensity sensor and
control unit that communicates with PC. The proposed
device is verified through experimental measurements on
the prototype.

A DEVICE FOR OBTAINING PHOTOVOLTAIC
MODULE CHARACTERISTIC
Zeljko Ivanovi¢, Velibor Skobi¢
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